
N-CHANNEL IGBT

TP060U060EQ

Order codes 
Marking Package 

Halogen-Tube Halogen-Free-Tube Halogen-Reel Halogen-Free-Reel 

TP060U060EQ-GA-B TP060U060EQ-GA-BR N/A N/A 060U060EQ TO-3PH 

TP060U060EQ-GE-B TP060U060EQ-GE-BR N/A N/A 060U060EQ TO-247 

 Package 

MAIN  CHARACTERISTICS 

IC 60 A 

VCES 600V 

Vcesat-typ（Vge=15V） 1.9V 

APPLICATIONS 

Welding converters

Power Factor Correction

Air Condition

FEATURES 

Low gate charge

Trench FS Technology,

RoHS product

 ORDER MESSAGE 
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 ABSOLUTE RATINGS (Tc=25℃) 

*Collector current limited by maximum junction

temperature

Parameter Symbol 
�Value 

Unit TO-247 TO-3PH 

 Collector-Emmiter Voltage Vces 600 600 V 

Collector Current-continuous 
IC T=25℃ 120 120 A 

IC T=100℃ 60 60 A 

�Collector Current – pulse （note 1） ICM 200 200 A 

 Diode RMS forward current 
IF T=25℃ 80 80 A 

IF T=100℃ 40 40 A 

 Diode pulse current IFSM 160 160 A 

 Gate-Emmiter Voltage VGES ±20 ±20 V 

Transient Gate-Emmiter Voltage(tp≤10us) VGES ±30 ±30 V 

 Turn-off safe area - 200 200 A 

Power Dissipation PD    TC=25℃ 454 136 W 

Operating and Storage Temperature Range TJ，TSTG -55～+175 ℃ 

Maximum Lead Temperature for 

Soldering Purposes 
TL 300 ℃ 

Notes: 

1：Pulse width limited by maximum junction temperature 
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ELECTRICAL CHARACTERISTICS 

Parameter Symbol Tests conditions Min Typ Max Units 

Off –Characteristics 

 Collector-Emmiter Voltage BVCES IC=250μA,  VGE=0V 600 - - V 

Zero Gate Voltage Collector 

Current 
ICES VCE=600V,  VGE=0V - - 25 uA 

Gate-body leakage 

current, forward IGESF VCE=0V,  VGE =20V - - 200 nA 

Gate-body leakage 

current, reverse 
IGESR VCE=0V,  VGE =-20V - - -200 nA 

On-Characteristics 

Gate Threshold Voltage VGE(th) VCE = VGE , IC=250μA 4.0 - 6.0 V 

Collector-Emmiter saturation 

Voltage 
VCESAT 

VGE=15V , IC=60A, TC=25℃ - 1.9 2.5 V 

VGE=15V , IC=60A,TC=175℃ - 2.2 - V 

Dynamic Characteristics 

Input capacitance Cies 

VCE=25V, 

VGE=0V, 

f=1.0MHZ 

- 3510 - pF 

Output capacitance Coes - 244 - pF 

Reverse transfer capacitance Cres - 81 - pF 

Total Gate Charge Qg 
VCC=480V, Ic=60A, VGE=15 V 

TC=25℃ 

- 132 - 

nC Gate to emitter charge Qge - 33 - 

Gate to collector charge Qgc - 55 - 

Parameter Symbol 
MAX 

Unit 
TO-247 TO-3PH 

Thermal Resistance, Junction to Case IGBT Rth(j-c) 0.33 1.1 ℃/W 

Thermal Resistance, Junction to Ambient Rth(j-A) 40 40 ℃/W 
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ELECTRICAL CHARACTERISTICS 

Switching Characteristics 

Parameter Symbol Tests conditions Min Typ Max Units 

Turn-On delay time td(on) 

VCC=400V,Ic=60A,RG=10Ω 

VGE=15 V, TC=25℃ 

- 36 - ns 

Turn-On rise time tr - 96 - ns 

Turn-Off delay time td(off) - 101 - ns 

Turn-Off Fall time tf - 55 - ns 

Turn-On energy Eon - 1.65 - mJ 

Turn-off energy Eoff - 1.14 - mJ 

Total switching energy Etot - 2.79 - mJ 

Turn-On delay time td(on) 

VCC=400V,Ic=60A,RG=10Ω 

VGE=15 V, TC=175℃

- 33 - ns 

Turn-On rise time tr - 108 - ns 

 Turn-Off delay time td(off) - 130 - ns 

Turn-Off Fall time tf - 105 - ns 

 Turn-On energy Eon - 1.9 - mJ 

Turn-off energy Eoff - 1.55 - mJ 

Total switching energy Etot - 3.45 - mJ 

 Anti-Parallel Diode Characteristics and Maximum Ratings 

Drain-Source Diode Forward Voltage VF 

VGE=0V, IF=30A,TC=25°C - 1.7 2.1 V 

VGE=0V, IF=30A,TC=175°C - 1.5 - V 

Diode Reverse recovery time trr

VGE=0V, VR=400V, IF=30A 

dIF/dt=200A/μs   

TC=25℃ 

- 40 - ns 

Diode Reverse recovery charge Qrr - 26.4 - nC 

Diode Reverse recovery Current IRRM - 1.16 - A 

Diode Reverse recovery time trr
VGE=0V, VR=400V, IF=30A 

dIF/dt=200A/μs   

TC=175℃ 

- 184 - ns 

Diode Reverse recovery charge Qrr - 386 - nC 

Diode Reverse recovery Current IRRM - 3.8 - A 
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ELECTRICAL CHARACTERISTICS (curves) 

Output Characteristics（25℃） Output Characteristics（175℃） 

Transfer Characteristics Vcesat vs. Tj 

VF vs. Tj VTH vs. Tj 
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Diode Characteristic Colletcor current vs.case temperature 

Gate Charge Characteristics 

VGE=15V，VCC=480V, IC=60A 

Capacitance Characteristic 

VGE =0V，f=1.0MHZ 

Switching Time vs. IC(25℃) 

VCE=400V，VGE=15V，RG=10Ω 

Switching Time vs. IC(175℃) 

VCE=400V，VGE=15V，RG=10Ω 
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Switching Time vs. Rg(25℃) 

VGE=15V，VCE=400V，IC=60A 

Switching Time vs. Rg(175℃) 

VGE=15V，VCE=400V，IC=60A 

Switching Time vs.Tj 

VGE=15V，VCE=400V，IC=60A，Rg=10Ω 

Switching Loss vs. Tj 

VGE=15V，VCE=400V，IC=60A，Rg=10Ω 

Switching Loss vs. IC(25℃) 

VGE=15V，VCE=400V，Rg=10Ω 

Switching Loss vs. IC(175℃) 

VGE=15V，VCE=400V，Rg=10Ω 

Diode
Your Reliable Components Partner

Web: www.topdiode.com      Mail: info@topdiode.com      Skype: topdiode     WhatsApp/WeChat: +86 13712073035



Switching Loss vs. Rg(25℃) 

VGE=15V，VCE=400V，IC=60A 

Switching Loss vs. Rg(175℃) 

VGE=15V，VCE=400V，IC=60A 

Forward Bias SOA(TO-247) Forward Bias SOA(TO-3PH) 

Normalized Maximum Transient Thermal 

Impedance for IGBT(RJC) TO-247 

Normalized Maximum Transient Thermal 

Impedance for IGBT(RJC) TO-3PH 
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PACKAGE MECHANICAL DATA 

TO-247   

Unit ：mm 
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PACKAGE MECHANICAL DATA 

TO-3PH 
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Note: Specification is subject to change without further notice. For more details and updates, please visit our website.


